
FULL SIZE CARS 

 
BASICS: All full size cars except: Convertibles, ambulances, hearses, 

limousines, pre-ran cars are allowed. ‘03 and newer frames must run 

aluminum cradle. Engine swaps are allowed. 

 

REINFORCEMENTS: No distributor protectors lower engine cradles 

allowed...no over excessive mounting of lower cradle or you will be asked to 

cut. 

 

FRAMES: No seam welding and no stuffing of frames. You can have 4 fix it 

plates up to ¼’’ 6x6 plates and must be painted red. 

 

SUSPENSION: Absolutely no suspension swaps can be made, no adding 

leafs to a coil spring car 

 

DRIVESHAFT: No slider driveshafts unless it comes stock. 

 

BUMPER: Front end no higher than 25’’ from bottom of bumper. No 

homemade V-bumpers. Homemade bumpers must have bumper skin. Do not 

exceed 3’’ onto frame when mounting bumper. 

 

FRAME: No changing body mounts, original mounts and bolts must be in 

vehicle, we want to keep this a stock class. 

 

SUSPENSION: Coil springs may be welded or chained in place so they do 

not get thrown from the car. 

 

REAR END: Rear ends may be welded. No after market. 

 

DOORS: All doors may be chained with 4 chains on each door; chains may 

not go around the frame. (No welding of passenger side front clip) 

 

HOOD: All hoods may be secured by chains or up to 4 -1’’ threaded rod or 

1’’ bolts. The front 2 may run through core support but not through the 

frame near the radiator. 

 



TRUNK: Trunk may be secured with up to 4 chains or 4 threaded rods no 

bigger than 1’’. Rods cannot go through the frame but can be welded to the 

side of frame. 

 

TIRES: You can flap tires and double tires. Valve stem protectors can be 

used. 

 

CAGES: 4 point free floating with no dog legs. Can have gas tank protector 

(be reasonable) must be able to fit fingers behind gas tank protector. 


